
adjustable solid rubber hose stop  
for lead length positioning

versatile guide arm adjusts to wall,  
floor, ceiling  & vehicle mounting

eXterNal Fluid path With  dual port 
melaNized 90º Full-FloW Npt sWivel  
that screws directly on 1” solid steel axle,  
for simple seal maintenance and fast and  
easy hose installation

high QualitY steel CoNstruCtioN  
with our durable CPC™ powder coat finish

heavY dutY spuN disCs With rolled edges  
- not stamped, for greater strength, made with  
first of its kind CNC robotic spinning cell

eNClosed FaCtorY tuNed aNd matChed 
Cartridge-stYle spriNg motor, easily  
removed for safe & convenient replacement

heavY gauge 1/4" staiNless steel base  
& support post for maximum stability

dual aXle support With super hub™ 
increased reel strength for more  
demanding applications

Professional grade 

features

PossiBle fields of aPPlication
· Maintenance / Repair & · Pneumatic Tools · Hydraulics
   Operations · Power Tools · Lubrication
· General Industrial · Light Sources · Washdown

Power
transMission

Hose, cord & caBle reels

www.coxreels.com
800.CoX.reel        P: 480.820.6396        F: 480.820.5132        E: info@coxreels.com
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Power transmission

This selection only represents a sample of products applicable in this industry. Please visit us online or consult the factory for more product options.

P series 
• External fluid path with machined from solid brass 90º full-flow 

NPT swivel inlet (Zinc plated steel swivel on HP models)
• Swivel Seals: NITRILE
• Sturdy single pedestal spring driven reel with space  

saving design facilitates workplace organization
• Available in Medium & High Pressure

model ez-Coil® safety line i.d. Ft. psi aprX. lbs. W x h x l

p-lp-125 ez-p-lp-125 1⁄4" 25 300 27 57⁄8 x 147⁄8 x 131⁄2"
p-lp-150 ez-p-lp-150 1⁄4" 50 300 40 63⁄4 x 185⁄8 x 171⁄8"
p-lp-325 ez-p-lp-325 3⁄8" 25 300 28 61⁄2 x 147⁄8 x 131⁄2"
p-lp-350 ez-p-lp-350 3⁄8" 50 300 43 63⁄4 x 185⁄8 x 171⁄8"
p-lp-425 - 1⁄2" 25 300 44 7 x 185⁄8 x 171⁄8"
p-lp-450 ez-p-lp-450 1⁄2" 50 300 48 7 x 185⁄8 x 171⁄8"

sH, MP & HP series - eQuiPPed WitH suPer HuB™
• External fluid path with machined from solid brass  

90º full-flow NPT swivel inlet (Zinc plated steel  
swivel on HP models)

• Swivel Seals: NITRILE
• Sturdy single pedestal spring driven reel features  

Coxreels’ exclusive Super Hub™ dual axle 
support system

model ez-Coil® safety line i.d. Ft. psi aprX. lbs. W x h x l

sh-N-350 ez-sh-350 3⁄8" 50 300 50 81⁄4 x 211⁄4 x 191⁄2"
sh-N-375 ez-sh-375 3⁄8" 75 300 68 81⁄4 x 211⁄4 x 24"
sh-N-450 ez-sh-450 1⁄2" 50 300 54 81⁄4 x 211⁄4 x 191⁄2"
sh-N-475 ez-tsh-475 1⁄2" 75 300 68 83⁄4 x 251⁄2 x 24"
mp-N-350 ez-mp-350 3⁄8" 50 3,000 65 81⁄4 x 211⁄4 x 191⁄2"
mp-N-450 ez-mp-450 1⁄2" 50 2,500 67 83⁄4 x 251⁄2 x 191⁄2"
hp-N-150 ez-hp-150 1⁄4" 50 5,000 64 83⁄4 x 251⁄2 x 191⁄2"
hp-N-350 ez-hp-350 3⁄8" 50 4,000 65 91⁄4 x 251⁄2 x 191⁄2"

MPd & tdMP series
• External fluid path with dual port melanized 90° full-flow NPT 

swivel inlet
• Swivel Seals: TEFLON
• One-sided supply/return hookup

model i.d. Ft. psi aprX. lbs. W x h x l

mpd-N-330 3⁄8" 30 3,000 78 111⁄2 x 211⁄8 x 191⁄2"
mpd-N-430 1⁄2" 30 2,500 79 111⁄2 x 211⁄8 x 191⁄2"
tdmp-N-350 3⁄8" 50 3,000 104 115⁄8 x 185⁄8 x 175⁄8"
tdmp-N-450 1⁄2" 50 2,500 106 115⁄8 x 185⁄8 x 175⁄8"

1275HP series
• Designed for dual hydraulic emergency rescue systems & other 

high pressure hydraulic tools
• External fluid path with dual port melanized 90° full-flow NPT 

swivel inlet
• Swivel Seals: VITON®

model iNlet outlet ¼  
CapaCitY

½  
CapaCitY psi aprX. 

lbs. W x h x l

1275hpl-4-8 1⁄4" 1⁄2" 135' 85' 10,000 37 183⁄8 x 181⁄8 x 17"

1275hpl-4-8-e 1⁄4" 1⁄2" 135' 85' 10,000 68 223⁄8 x 181⁄8 x 17"

1275hpl-4-12-e 1⁄4" 1⁄2" 200' 125' 10,000 70 263⁄8 x 181⁄8 x 17"

t series - eQuiPPed WitH suPer HuB™
• External fluid path with machined from solid brass 90º full-flow 

NPT swivel inlet (Zinc plated steel swivel on HP models)
• Swivel Seals: NITRILE
• Sturdy dual pedestal reel features Coxreels’ 

exclusive Super Hub™ dual axle support system

model ez-Coil® safety line i.d. Ft. psi aprX. lbs. W x h x l

tsh-N-350 ez-tsh-350 3⁄8" 50 300 61 93⁄8 x 211⁄4 x 191⁄2"
tsh-N-375 ez-tsh-375 3⁄8" 75 300 82 93⁄8 x 251⁄2 x 24"

tsh-N-3100 ez-tsh-3100 3⁄8" 100 300 85 93⁄8 x 251⁄2 x 24"
tsh-N-450 ez-tsh-450 1⁄2" 50 300 63 93⁄8 x 211⁄4 x 191⁄2"
tsh-N-475 ez-tsh-475 1⁄2" 75 300 82 93⁄8 x 251⁄2 x 24"

tsh-N-4100 ez-tsh-4100 1⁄2" 100 300 95 93⁄8 x 251⁄2 x 24"
tmp-N-350 ez-tmp-350 3⁄8" 50 3,000 74 93⁄8 x 211⁄4 x 191⁄2"
tmp-N-450 ez-tmp-450 1⁄2" 50 2,500 77 93⁄8 x 211⁄4 x 191⁄2"
thp-N-150 ez-thp150 1⁄4" 50 5,000 74 93⁄8 x 211⁄4 x 191⁄2"
thp-N-350 ez-thp-350 3⁄8" 50 4,000 78 93⁄8 x 211⁄4 x 191⁄2"

P-W & sHW series 
• External fluid path with 90º full-flow dual ported brass swivel 

offering both connections from the same side of the reel
• Single pedestal reel with space saving design facilitates 

workplace organization
• Designed for Oxy-Acetylene or "T" grade welding hose

model ez-Coil® safety line i.d. Ft. psi aprX. lbs. W x h x l

p-W-125 ez-p-W-125 1⁄4" 25 200 46 81⁄2 x 185⁄8 x 17"
shW-N-150 ez-shW-150 1⁄4" 50 200 64 101⁄4 x 211⁄4 x 191⁄2"
shW-N-1100 ez-shW-1100 1⁄4" 100 200 84 101⁄4 x 251⁄2 x 24"

p-Wt-125 ez-p-Wt-125 1⁄4" 25 200 46 81⁄2 x 185⁄8 x 17"
shWt-N-150 ez-shWt-150 1⁄4" 50 200 64 101⁄4 x 211⁄4 x 191⁄2"

shWt-N-1100 ez-shWt-1100 1⁄4" 100 200 84 101⁄4 x 251⁄2 x 24"

P-Wc series 
• External, easily accessible heavy gauge CPC™ powder coated 

steel components cover for simple slip ring routine maintenance
• Electrical current runs through a 450 AMP rated slip ring
• Designed for electrode & grounding lead applications  

(Each lead requires an individual reel)

model Ft. tYpe volt amps. aprX. lbs. W x h x l

p-WC17-5002 50 2ga 600 225 56 11 x 181⁄4 x 171⁄4"
p-WC17-5001 50 1ga 600 300 60 11 x 181⁄4 x 171⁄4"
p-WC17-5020 50 2/0 600 450 68 11 x 181⁄4 x 171⁄4"
p-WC17-5010 50 1/0 600 350 64 11 x 181⁄4 x 171⁄4"

Pc series
• External heavy gauge CPC™ powder coated steel component 

cover for simple slip ring routine maintenance
• Single pedestal cord reel with space saving design facilitates 

workplace organization
• Choice of electrical accessory

model ez-Coil® safety line aCCessorY aWg / No.
CoNd.

Cord
Ft. amps aprX. 

lbs. W x h x l

pC13-5012-a ez-pC13-5012-a Single receptacle 12 / 3 50 20 40 81⁄2 x 147⁄8 x 131⁄2"
pC13-5016-a ez-pC13-5016-a Single receptacle 16 / 3 50 13 36 81⁄2 x 147⁄8 x 131⁄2"
pC13-5012-b ez-pC13-5012-b Quad receptacle 12 / 3 50 20 41 81⁄2 x 147⁄8 x 131⁄2"
pC13-5016-C ez-pC13-5016-C Fluorescent tube 16 / 3 50 0.3 37 81⁄2 x 147⁄8 x 131⁄2"
pC13-5016-d ez-pC13-5016-d Fluorescent angle light 16 / 3 50 13 37 81⁄2 x 147⁄8 x 131⁄2"
pC13-5016-e ez-pC13-5016-e Incandescent cage light 16 / 3 50 13 36 81⁄2 x 147⁄8 x 131⁄2"
pC13-5012-F ez-pC13-5012-F G.F.C.I. receptacle 16 / 3 50 13 38 81⁄2 x 147⁄8 x 131⁄2"
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