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CoXrEElS® Ez-SD “Static Discharge” cable reels are built heavy duty and 
designed for long lasting performance. They are specifically design to be used in  
combustible environments where the static buildup could ignite a spark and subsequent explosion. 
Static discharge or grounding reels are commonly paired with fuel hose reels found on page 16.

EZ-SD SERIESSTATIC DISCHARgE CABLE REELS

wITH gALvANIZED CABLE LESS CABLE SiZE 
inDEXMODEl FT. O.D. APRX.

LBS. MODEl APRX.
LBS.

EZ-SD-35 35 5⁄32” 18 - - 1

EZ-SD-50 50 5⁄32” 20 EZ-SDl-50 18 1

EZ-SD-75 75 5⁄32” 31 - - 2

EZ-SD-100 100 5⁄32” 32 EZ-SDl-100 28 2

SpRINg STATIC DISCHARgE REELS wITH gALvANIZED CABLE

wITH STAINLESS STEEL CABLE LESS CABLE SiZE 
inDEXMODEl FT. O.D. APRX.

LBS. MODEl APRX.
LBS.

EZ-SD-35-1 35 5⁄32” 18 - - 1

EZ-SD-50-1 50 5⁄32” 20 EZ-SDl-50 18 1

EZ-SD-75-1 75 5⁄32” 31 - - 2

EZ-SD-100-1 100 5⁄32” 32 EZ-SDl-100 28 2

SpRINg STATIC DISCHARgE REELS wITH STAINLESS STEEL CABLE

EZ-SD SERIES :: REEL SpECIFICATIONS

• available with 7 strand x 7 wire galvanized steel or  
stainless steel cable

• High visibility orange vinyl cable cover
• includes cable, ball stop & 50 amp grounding clamp (100 

amp copper grounding clamp available, consult factory)

• compact static discharge cable reel available in spring 
rewind or direct hand crank retraction

• commonly paired with fuel reels & used in combustible 
environment for grounding purposes

• guide arm adjusts to wall, floor, vehicle &  
overhead positions

• Solid one piece, heavy gauge 1/4” steel base for  
maximum stability

• 1” solid steel axle & lubricated precision bearings for 
smooth rotation

• Bottom of base is un-powder coated to ground reel

• oUR PatEntED SaFEtY SYStEM tHat REtRaCtS UP to 
80% SLoWER tHan ConvEntIonaL SPRIng DRIvEn REELS

• Enclosed factory tuned & matched cartridge-style  
spring motor

• non corrosive stainless steel spring, pawl & zinc  
plated ratchet

• Multi-position non-sparking lock ratchet mechanism 
secures cable at desired length

   SIgNATURE FEATURES
• Professional grade heavy duty steel construction
• Durable proprietary cPc™ powder coat process
• Rolled edges & ribbed discs provide strength & safety
• leading 2-year manufacturer’s limited warranty
• Made in the u.S.a. - Sold & Supported Worldwide

   pOSSIBLE FIELDS OF AppLICATION
• Fuel / Service Trucks
• Fuel Storage &  

Dispensing Systems
• ground Support
• aviation Static grounding

• aviation Refueling
• Vehicle Refueling
• Marine / Ship Refuiling / 

Offshore
• Oil Refinery

   ACCESSORIZE YOUR REEL ::  pg  17
• Mounting Brackets • assorted Reel accessories

STATIC DISCHARgE

DESIgN & STRUCTUREREEL DImENSIONS Technical Data Sheets Available On Website

SiZE inDEX W H L X Y N

1 37⁄8” 111⁄2” 11" 21⁄2” 6" 4"

2 4" 15" 141⁄2” 21⁄2” 6" 4"
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RETRACTION

Conventional
SPRING DRIVEN 
REELS

Up To 80%
Slower Retraction

LET’S
COMPARE
LET’S
COMPARE

SPEED 25 ft./sec. 5 ft./sec.
WHIPPING 5-15 ft. 1 ft.
IMPACT 500 ft./lbs. 0-1 ft./lbs.

Based on an independent evaluation performed by COXREELS.  
Depending on certain conditions, results may vary.


